
INSTALLATION INSTRUCTIONS 

FOR 15773 

98-11 Ford Ranger V6 3.0 / 4.0L Dual System Ext. Cab 
Short Bed 
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•11.4.GN.UILOJII'~ ••JlzialfNWPE•n*,..._.. •di t I 1 nJ■ .. ,,,.,,,,... 

W.,...: W,,.,. Mri11re on,,,,.,. or fll'Olllld _,,.,,.,.....,.. 
cation. p,-allow • .,.~..,,_,,.,...,,,cool,,.,,,. 
NfflOWU, ,. ...., .,.,.. ~ ..,,,,CIIMN,....,,,,,,,., 
l/Mril1rewltlaawt a ltt, aMaJ9' cou,lt.,,,,,,. 111111111111.,,,.Cllffllt:I 
llflmB~.4lway,rwaraq/i,ly.,__flllll..,.aqfs 
Mriana. Smou ilflwyor.,,,,COllldoocwf/,qjsy....,,. 
tn IIOlfollowd. 

Na=MA.GIUFLO'W'~"""1 _,,,._,,._,,,,. 
..,,,,,_ toftt ~wlddlll wltla OEM ldtd,a flllll 8Jllff 
wW flllll th comboa. YMi.clG wltltqfte.wwwfu COllfJIOlfMl,S .nda 
a tnll1, iltdwa, ,,..,._.,.,..,_, flllll tbw, or r/tJ. ,.,_ 
... ..,,,, Nfllire 1IIIXlfft,t:atlcf*....,,.,....,,,." 
proper jlt fllllljbdal,. 

Step 1: (Carefully read all mstructions 
before mstallation) To remove the OEM exhaust 
&yBtan, you wU1 need to c:ut the tailpipe about 1" behind 
the muffler ml extract it towlllds the iear of the whicJe. 
Unbolt 1he front mmsion pipe mm 1he Cldll1ylic 
cmmn:r lllld:nmove it mm the OEM rubber mmhdon 
(Do not diac:ard 1he OEM filstalm, u 1heywill be 
m-used to mount the new systan.) Ranove the lllllffk:r 
1111d tailpipe from the rubber Dllllllaaa. u they will be 
m-used to mount 1henew syBlaD. 

Step 2: Begin installation by cJamping1'e new 
mid-pipe to the c:ata1ytic COJM:111:rcmmnm using the 
mpp1ied 2.SO" clamp. Be 1U1e to line up the D01dl at 1he 
front of the mid-pipe wi1h 1he peg m 1he cala1ylic 
converter menaion. Leave all &s1mcn Jooae :&Jr final 
iqustmmt. Imtall the muffler by :tiaing 1he welded 
haqaB into the OEM rubber D111UlatmB lllld by :tiaing it 
to 1he mid-pipe with 1he mpp1ied 2.50" cJamp. Imtall 
1he intmnecliate pipes using 1he supplied clamps u 
shown in cliapm #1. Imtall the bncbtbanp- to the 
1rame u shown in diagram '#2, atlach the 1111PPlied 
rubber mmJatm to bncbtbanp-. Thm illlllall the 
tailpjpea by mtaring the tailpipe inJdB 1D the 
intmnediate pipes with the supplied 2.50" cJampa, 1111d 
by fitting 1he tailpipe hanpn into 1he mbber D111Ulaas. 
due to diffeJmt available mil mciu, the po1isbed tips 
ID nppliecl JOOBe1y IO they ClllD be we1decl to 1he 
tailpipe for proper fit 1111d finish. 

Tedmical apport: l-800-959-9226 at. 4500 
MAGNAFLOW Performance Exhaust - 22961 Arroyo Vista - Rancho Santa 

Margarita, CA 92688 
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•'1£4.GN.U'LOJIYl'w/fl ■a .. .lmlalf ,-w•••.,....._., r ; r t , J■ .. ,,.,,,,... 

W..,....: W,,.,. wonting on,,,,.,. or ttrOflllll a,sywldcla..-ci# 
ctlllllon. PIMIH allow tJu, wlrlck'a o:llallttt,,_ to cool b,frn 
"'1lf0Wll, tl8 cdratiat.,,..,,. ~ maycawe__.."""'8. 
lfworitingwldro#t a Uft, al-,. COll8lllt wldck """""'1/or corrtJCt 
11/tbtg ,peclJlcatl,ona. Alwaya _,,,. aqftJly glaaaa a,ul.,.,.. 
wonl-tll'WI. &rlou bpryoruatltcolllll OCClll'f/aq/dy,,,...,,. 
an 11t1tfoll#wtxl. 

Na= MAGNAFLOJIY Pe,Jon,,a,,ce """1 mt truck.,..,. an 
dolgn«l tojlt ~wldclowldi OEM ldtclwa allJl(ln 
~ a,uJ tire """"1oa. YMiclo wltA qp.,,,,a,lrllt C'JOllf/lOMlll8 ad 
tl8 trolltJr ldtclwa, llll'fP IIJl(ln wllMl a,ul tin, or rlM Ml;,t 
dumga may repln modlflcatl.on of• o:llallttt ,,_for a 
prop#' jlt a,uJjbdtJI,. 

Step 3: With all componmts mounted J.ooaely, IUljust 
tbe system for ovcn11 aesthedcs and carance of :&:ame 
& bod:ywodc. (MAGNAFLOW m::m,meads at least 
1/2" of clearance between tbe amaust syBlml and any 
body panels to prevent heakmted body damage (JI' 

fire.) 

Step 4: Once a final position has been mosm for tbe 
new system, evenly tighten all mslma'8 mm front to 
nm. Tbe nppliecl band clamps (not banger clamps) 
must be VERY tight to properly align the pipes and 
prevent 1eab (Approximately 40ft-lbs). J:nspect all 
fasteners after 2S-SO miles of opaation and mis)dm if 
necessary. 

Tec:hnical support: 1-800-959-9226 c 4500 
MAGNAFLOW Performance Exhaust - 22961 Arroyo Vista - Rancho Santa 

Margarita, CA 92688 
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