
Installation 2020 Honda CR-V

Number of hours a 
typical professional 
installer will take 
to complete a full 
installation. 

Load-leveling
Capacity

Easy Level
Installation

Medium Level
Installation

Expert Level
Installation

No Drill

Hand Tools
+ Drill

Special Tools
Required

Air adjustable 
from 5 to 50 PSI

No metal drilling, grinding, or removal of factory components.

Drilling may be required. Removal or temporary disconnection of 
factory components may be required.

Drilling, cutting, and/or grinding will be required. Removal or 
temporary disconnection of factory components may be required.

1.800.248.0892
WWW.AIRLIFTCOMPANY.COM

California: WARNING: Cancer and Reproductive 
Harm – www.P65Warnings.ca.gov
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AIR LIFT

WARRANTY

*Never exceed manufacturer’s recommended Gross Vehicle Weight Rating.

Features and Installation Key:

Air Lift 1000 Series | Honda CR-V 60834 

 + Up to 1,000 pounds of leveling capacity*

 + Air springs are fully adjustable from 5-50 PSI, 
helping to level the vehicle when towing or hauling  
for a safe, comfortable ride

 + No frame drilling required

 + Eliminate sag and bottoming out

 + Rugged durable components including air springs 
and all hardware

 + Easy to install with included instructions

 + Air bags easily fit into the rear coil springs of coil-
sprung vehicles, the most versatile of Air Lift’s 
applications

   Series

Year Make/Model Drive Air Lift 1000 Installation 
Guidelines

Jobber
(USD)

2017-2021 Honda CR-V FWD & AWD 60834 $107.99

PN: 60834

Tough molded 
polyurethane 
construction

2020 Honda CR-V


