
CURTMFG.COM  •  PRODUCT SUPPORT: 877.287.8634  •  22801-INS-RA  •  01/31/2023  •  ECN10387  •  PAGE 1

Product Registration and Warranty
CURT stands behind our products with industry-leading warranties. To get copies of the product 
warranties, register your purchase or provide feedback, visit: warranty.curtgroup.com/surveys

INSTALLATION MANUAL 22801
Level of Difficulty
Easy
Installation difficulty levels are based on time 
and effort involved and may vary depending on 
the installer level of expertise, condition of the 
vehicle and proper tools and equipment.

 WARNING
Effective wheel chock use is application-specific based on placement, 
wheel size, grade, ground / surface conditions and vehicle weight. The end user 
is responsible for validating the chock is acceptable for their specific application. 
Improper use may result in property damage, serious injury or death

Do not use wheel chocks if there are any visual signs of damage.  Damaged wheel 
chocks may not work effectively, resulting in property damage, serious injury or death.

Wheel chocks should always be used in pairs. 
Multiple pairs may be required in extreme situations

Chocks should always be applied on the downhill side of the tires.  

When a vehicle is on a level grade, chocks should be used in the front and rear of the tires.

Chocks must always be installed flush and centered on the tires to function effectively.

Always ensure the parking brake is applied and functioning prior to installing wheel chocks.

NOTICE
Visit www.curtmfg.com for a full-color copy of this 
instruction manual, as well as helpful videos, guides and much more!

Before you begin installation, read all instructions thoroughly.

Proper tools will improve the quality of installation and reduce the time required.

Periodic inspection of your product should be performed 
to ensure all hardware and / or components remain secure.

Product Photo

Parts List
Item Qty Description
1 1 Wheel chock


