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TOYOTA TUNDRA DOUBLE CAB- PART NO. 09501 
INSTALLATION INSTRUCTIONS 

 
NOT FOR USE IN TUNDRA DOUBLE CAB TRUCKS WITH THE OPTIONAL 
FACTORY JBL AUDIO SYSTEM (HAS SUBWOOFER UNDER REAR SEAT) 

 
Congratulations on your purchase of the Husky Gear Box.  The Gear Box was designed to fit 
under or behind the rear seat of your truck or SUV.  The Gear Box gives you a place to store 
loose items and clutter and ultimately help keep your vehicle organized.  It’s designed to fit 
your vehicle with or without your Husky Liners in place and only takes a few minutes to 
install.  NOTE: The Gear Box will not work with the rear under-seat subwoofer. 
    
 
PACKAGE CONTENTS 
Gear Box – Part No: 09501 (1) 
Attachment Bolt and Nut (2 ea.) and Washer (4 ea.) 
Installation Instructions (1) 
 
INSTALLATION TOOLS  
Phillips Head Screw Driver 
9/16” End Wrench 
 
INSTRUCTIONS 

1) Open and remove the Gear Box from the shipping box. 
2) Fold up second row seat bottoms to allow access to space underneath rear seats (see 

Figure 1). Gear Box will install on top of your Husky Second Seat Floor Liner (if so 
equipped). Note: if you have the factory installed JBL Audio System, you have a 
subwoofer mounted underneath of the rear driver’s seat will not be able to use the 
Husky Gear Box. 

3) Install Gear Box, positioning it over the seat brackets (see Figure 2) 

                              
                                   Figure 1                                                                          Figure 2 
 



      GEARBOX® 
 

                                                                                                                                                                                                    
09501 2 SIDED.doc 

Rev: 0 

4) This step will require a Phillips head screw driver and a 9/16 inch end wrench. 
Align attachment holes in Gear Box with holes in factory seat brackets and 
insert bolt with washer though Gear Box and bracket. Install washer and nut 
on bolt and securely fasten (see Figures 3 and 4). 

 

                                                                               
                          Figure 3                                                                                    Figure 4       
 
 
5) Once Gear Box is secure, you are ready to organize! Small loose items can 

potentially roll around and become somewhat annoying. Simply place these 
items in a rag, towel, etc… roll them up and place in the Gear Box.  

 
 

                                     
                                 

 
If you have questions about your installation or any other Husky product, please call us 
at:  1-800-344-8759 M-F 8:00 am to 5:00 pm Central Time.        

 
 


