
 INSTALLATION INSTRUCTIONS FORM NO. 82191 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FORD PICKUP & BRONCO 4-WHEEL DRIVE 
 

NOTE: Stabilizer cylinder can be mounted with rod end to the right (same as original equipment) 
Or rod end to left as shown. We recommend mounting as pictured. 

 
1. Remove original equipment 

 
2. Attach stabilizer rod end to bracket “A” using bushing stack up instructions printed on bag. 

 
3. Attach stabilizer barrel end to bracket “B” using bushing stack up instructions printed on bag. 

 
4. Re-check all nuts for tightness. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAUTION: Any and all warranties including but not limited to any express warranties, implied 
warranty of merchantability, or implied warranty of fitness for a particular purpose shall not apply 
to any product altered in any way outside the premises of the manufacturer or to any product 
which is not installed in accordance with the written instructions provided by the manufacturer for 
installation of the product. 

BOX CONTENT 
 

1 – stabilizer cylinder 
1 – installation instruction sheet 

POLY BAG 
 

4 – rubber bushings 
4 – cup washers 

2 – hex nuts 3/8 – 24 
 



 INSTRUCCIONES DE INSTALACIÓN FORMA NO. 82191 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAMIONETA S  FORD Y BRONCO CON 4 RUEDAS DE TRACCION 
 

NOTA: EL CILINDROS ESTABILIZADOR PUEDE SER MONTADO CON LA ORILLA DE LA VARILLA A LA 
DERECHA (IGUAL COMO EL EQUIPO ORIGINAL) O LA ORILLA DE LA VARILLA A LA IZQUIERDA, COMO 

SE MIRA.  NOSOTROS RECOMENDAMOS MONTARLA COMO SE ENSENA. 
 

1. Remueva el equipo original.  
 

2. Conecte la orilla de la varilla del estabilizador a la abrazadera "A" usando los empaques de hule que vienen en la bolsa de 
instrucciones.  

 
3. Conecte la orilla del barril del estabilizador a la abrazadera "B" usando los empaques de hule que vienen en la bolsa de 

instrucciones.  
 

4. Recheque todas las tuercas que esten bien apretadas. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

PRECAUCION: Cualquiera y todas las garantías que se incluyen pero no limitada a cualquier garantía escrita, la 
garantía implícita de mercancia, o la garantía implícita de aptitud para un propósito particular no aplicará a cualquier 
producto alterado de forma alguna fuera de las promesas del fabricante o a cualquier producto que no se instala de 
acuerdo con las instrucciones escritas hechas por el fabricante de la instalación del producto. 

CAJA DE CONTENIDO   BOLSA DE CONTENIDO  
1 -  cilindro estabilizador   4 – empaques de hule  
1 – hoja de instrucciones de instalacion  4 – rondanas de taza  
     2 – tuercas especiales duras hex  3/8-24  
      
 


