
TOOLS REQUIRED:
Socket and Ratchet Set
Torx AT30
Allen Wrench Set
Flat Screwdriver
Grinding Wheel
Jig Saw
Drill and Bits

Thank you for purchasing a T-Rex Grille.

45998 
06-08 BMW
7 SERIES

06-08 BMW 7 SERIES 
Sport Series Bumper Grille 1 Pc.

45998 
06-08 BMW
7 SERIES

Step 1 Factory Grille Removal
PLEASE READ AND UNDERSTAND ALL INSTRUCTIONS BEFORE ATTEMPTING INSTALLATION. The first step is 
to remove the factory grille. Remove the 4 torx screws (2 from the sides and 2 on the hood latch). Remove four 
6mm allen screws (2 on the sides and 2 in the center). Remove the grille from the vehicle. 

PARTS LIST
(6) 3” Threaded “J” Hooks
(6) 1/2” “L” Brackets
(6) 6/32 Nylon Lock Nuts
(1) Sport Series Bumper Grille Kit - 1 Pc.

Fig 1 Fig 2

Step 2
Now take a mesh grille and press it into the factory bumper opening making sure it sits flush. Now take the six 
3” threaded J-hooks and slide them through the mesh grille at the points in Fig 1 making sure the hooked end 
latches around the mesh grille. Center the grille into the opening. Use the L brackets, washers and nuts to secure 
the grille in place. Wrap the brackets around the bumper opening (Fig 2), tighten the hardware. Reinstall the 
factory grille. Installation complete.
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